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Introduction
Fireware v2026.2.1 includes important security fixes in Fireware and resolves a number of known issues and
bugs.

For a full list of the enhancements in this release, go to Enhancements and Resolved Issues.

With the release of Fireware v12.9, WatchGuard announced the deprecation of the
WatchGuard Log Server, Report Server, and Quarantine Server. WSM v2026.x still
includes these server components but they are no longer supported in v12.9 and higher.
We will remove them in a future WSM release.

Introduction
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Before You Begin
Before you install this release, make sure that you have:

l A supported WatchGuard Firebox. This device can be aWatchGuard Firebox T115-W, T125, T145,
T185, M295, M395, M495, M595, or M695.

l The required hardware and software components. If you use WatchGuard SystemManager (WSM),
make sure your WSM version is equal to or higher than the version of Fireware OS installed on your
Firebox and the version of WSM installed on your Management Server.

l Feature key for your Firebox— If you upgrade your device from an earlier version of Fireware OS, you
can use your existing feature key. If you do not have a feature key for your device, you can log in to the
WatchGuard website to download it.

l Some Known Issues are especially important to be aware of before you upgrade, either to or from
specific versions of Fireware. To learn more, go to Release-specific upgrade notes.

Note that you can install and use WatchGuard System Manager v2026.3 andWSM server components with
devices that run earlier versions of Fireware. We recommend that you use the product software that matches
your Fireware OS version.

If you have a new Firebox, make sure you use the instructions in theQuick Start Guide that shipped with your
device. If this is a new FireboxV installation, make sure you carefully review Fireware Help in the
WatchGuard Help Center for important installation and setup instructions. We also recommend that you
review the Hardware Guide for your Firebox model. The Hardware Guide contains useful information about
your device interfaces, as well as information on resetting your device to factory default settings, if
necessary.

Product documentation for all WatchGuard products is available on the WatchGuard web site at
https://www.watchguard.com/wgrd-help/documentation.

https://techsearch.watchguard.com/KB/WGKnowledgeBase?lang=en_US&SFDCID=kA22A0000001fuJSAQ&type=KBArticle
https://www.watchguard.com/help/docs/help-center/en-US/index.html
https://www.watchguard.com/help/docs/help-center/en-US/index.html
https://www.watchguard.com/help/docs/help-center/en-US/Content/en-US/Hardware-Guides/intro/firebox-hardware-guides.html
https://www.watchguard.com/wgrd-help/documentation


Enhancements and Resolved Issues in Fireware v2026.2.1

Security Issues
l This release resolves an insecure deserialization vulnerability in Fireware Web UI (CVE-2026-13371).
View the full advisory details on psirt.watchguard.com. [WGSA-2026-00014]

l This release resolves multiple Cross-Site Scripting (XSS) vulnerabilities in Fireware Web UI (CVE-
2026-13373, CVE-2026-13374, CVE-2026-13375, CVE-2026-13376, CVE-2026-13377). View the full
advisory details on psirt.watchguard.com. [WGSA-2026-00015,WGSA-2026-00016, WGSA-2026-00017,
WGSA-2026-00018, WGSA-2026-00019]

l This release resolves an authenticated memory corruption vulnerability in the ikestubd process (CVE-
2026-13383). View the full advisory details on psirt.watchguard.com. [WGSA-2026-00020]

l This release resolves an authenticated memory corruption vulnerability in the wgagent process (CVE-
2026-13384). View the full advisory details on psirt.watchguard.com. [WGSA-2026-00021]

l This release resolves a Fireware OS firmware image validation bypass (CVE-2026-13722). View the
full advisory details on psirt.watchguard.com. [WGSA-2026-00022]

l This release resolves a race condition and use-after-free vulnerabilities in the iked process (CVE-
2026-13368). View the full advisory details on psirt.watchguard.com. [WGSA-2026-00023]

l This release resolves a null pointer dereference vulnerability in the iked process (CVE-2026-13084).
View the full advisory details on psirt.watchguard.com. [WGSA-2026-00024]

l This release resolves a vulnerability in which the Firebox could fall back to a hardcoded encryption key
for the Access Portal credentials database under exception circumstances (CVE-2026-13728). View
the full advisory details on psirt.watchguard.com. [WGSA-2026-00025]

l This release resolves an unauthenticated memory corruption vulnerability in the admd process (CVE-
2026-8247). View the full advisory details on psirt.watchguard.com. [WGSA-2026-00026]

l This release resolves a local privilege escalation vulnerability in the Mobile VPN with SSL client for
Windows (CVE-2026-13079). View the full advisory details on psirt.watchguard.com. [WGSA-2026-
00027]

l This release resolves an authenticated arbitrary file write vulnerability in the sigd process (CVE-2026-
13054). View the full advisory details on psirt.watchguard.com. [WGSA-2026-00028]

l This release resolves an authenticated memory corruption vulnerability in the networkd process (CVE-
2026-13050). View the full advisory details on psirt.watchguard.com. [WGSA-2026-00029]

l This release resolves an authenticated memory corruption vulnerability in the management CLI (CVE-
2026-13053). View the full advisory details on psirt.watchguard.com. [WGSA-2026-00030]

l The Firebox now encrypts configuration files downloaded from Fireware Web UI. [FBX-31480]

General
l You can now successfully activate a FireboxV as a FireCloud gateway. [FBX-32578]
l WSM and Mobile VPN with SSL installers no longer trigger antivirus alerts. [FBX-32314]
l The DHCP Server and DHCP Client OID now respond correctly. [FBX-3514]
l On Firebox T115W, T125, T125W, T145, and T145W devices, the Firebox now reserves VLAN ID
4095 for internal switch use. You can now select any VLAN ID from 1 to 4094 for tagged or untagged
VLANs. [FBX-32298]

l Firebox M395 and M495 models now have reduced fan noise levels during normal operation. [FBX-
30170]

Enhancements and Resolved Issues in Fireware v2026.2.1
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https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00014
https://www.watchguard.com/wgrd-psirt/advisories
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00020
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00021
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00022
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00023
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00024
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00025
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00026
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00027
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00028
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00029
https://www.watchguard.com/wgrd-psirt/advisory/wgsa-2026-00030
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l Firebox M295, M395, M495, M595, M695 devices now correctly generate fault reports after a system
crash. [FBX-30481]

l Firebox T115-W, T125, and T145 devices now correctly generate fault reports after a system crash.
[FBX-28396]

l Application Control now correctly categorizes AI-related traffic. [FBX-29892]
l This release resolves an unexpected logout issue in Fireware Web UI after a connection attempt to
WatchGuard Cloud. [FBX-33203]

l This release resolves a Firewalld issue that stopped all traffic handling on a Firebox. [FBX-32463]
l This release resolves an issue that caused wireguard-wrap log entries to flood the system logs. [FBX-

32348]
l This release resolves an issue that caused the Bandwidth Meter and SNMP reports to show
unexpected bandwidth spikes. [FBX-31700]

l This release increases the MQTT keep-alive interval to prevent device disconnections from
WatchGuard Cloud. [FBX-31683]

l This release corrects a typo in the wgagent log message. [FBX-31644]
l This release resolves a kernel paging fault on Firebox T45 devices. [FBX-31435]
l This release corrects a typo in the wgcgi log message. [FBX-31288]

Authentication
l This release resolves an issue that caused Access Portal to return users to the login page after a
successful SAML authentication. [FBX-32477]

l In Fireware Web UI, you can now customize the Active Directory Login Attribute. [FBX-31431]
l This release resolves an issue that could cause Mobile VPN with SSL credentials to become visible
when HTTPS content inspection is enabled. [FBX-25144]

FireCluster
l This release resolves an issue with FireCluster failover that caused an incomplete cluster action error.

[FBX-33307]
l This release resolves a system storage issue that caused FireCluster upgrades to fail. [FBX-32390]
l Hotspot users are no longer removed after a system reboot or FireCluster failover. [FBX-32105]
l For large network configurations, the FireCluster status now appears correctly in Fireware Web UI.

[FBX-31655]
l This release resolves an issue that caused a Primary Cluster Interface Down status to appear on
Firebox wireless T-series FireCluster members with Wi-Fi disabled. [FBX-31522]

Networking
l FQDN-based policies now apply correctly after a system reboot. [FBX-32407]
l This release resolves a Link Monitor configuration issue that caused networkd crashes on
FireClusters. [FBX-32156]

l Firebox M295, M395, M495, M595, M695 devices now correctly respond to Jumbo Frames. [FBX-
32122]

VPN
l This release resolves an issue with the Mobile VPN with SSL tunnel when the client log level was set
to Debug. [FBX-32442]

l The Mobile VPN with SSL uninstaller now includes a valid digital signature. [FBX-30495]



l This release resolves an issue that caused Mobile VPN with SSL disconnections. [FBX-30215, FBX-
29831]

l The Mobile VPN with SSL process is no longer missing after an upgrade. [FBX-27804]
l This release resolves an issue that caused VIF traffic to be denied when aliases were used in policies
on Firebox T115-W, T125, and T145 devices. [FBX-30676]

USB Backup Image and Auto-Restore
l Backup image validation has been enhanced so that backup/restore operations now apply the same
strict integrity checks used during firmware upgrades to prevent installation of tampered or
unauthorized Fireware OS images. [FBX-32315]

l When you restore a USB backup image through the Fireware Web UI or Setup Wizard, only the
configuration is restored. If you restore an older backup image that includes the Fireware OS, the OS
is ignored and only the configuration is restored. [FBX-32315]

l You can now only restore USB backup images when the Fireware version and build number of the
backup image match the version and build installed on the Firebox. To restore the backup image, you
must downgrade or upgrade the Firebox to the same Fireware version. [FBX-32315]

l When you save a backup image to a connected USB drive for auto-restore, you can no longer choose
to include the Fireware OS in the backup image. You must manually place the Fireware OS .sysa-dl
image file that matches the version and build of the backup in the \auto-restore folder on the USB
drive. [FBX-32315]

l USB backup images no longer include the Fireware OS, and the Include OS option has been removed
from the USB backup configuration in Fireware Web UI. [FBX-32432]

USB auto-restore backup image changes after you upgrade:

l To be able to restore a new USB auto-restore backup image created in v2026.2.1 and higher, you
must first upgrade the recovery partition (sysB) of the Firebox. For instructions on how to download
and install the software for the recovery partition, go to this WatchGuard Knowledge Base article.

l For new USB auto-restore backup images created in v2026.2.1 and higher, you must manually place
the matching Fireware OS .sysa-dl file in the \auto-restore folder on the USB drive. These new USB
auto-restore backup images created in v2026.2.1 can only be used to restore a Firebox that has an
upgraded recovery partition (sysB).

l If you have not yet upgraded your recovery partition (sysB), USB auto-restore backup images created
with previous Fireware versions will continue to work for auto-restore.

l After you upgrade the recovery partition (sysB), USB auto-restore backup images created with
previous Fireware versions will continue to work for auto-restore, but you must manually place the
matching Fireware OS .sysa-dl file in the \auto-restore folder on the USB drive. Any embedded OS in
the backup image is ignored. Root CA certificates from the previous Fireware version backup image
are not restored. The Firebox boots with default certificates for the installed firmware version. You
must manually re-import any certificates you imported previously.

Enhancements and Resolved Issues in Fireware v2026.2.1
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https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA10H000000g2vPSAQ&lang=en_US
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Known Issues and Limitations
You can use Technical Search to find known issues for Fireware v2026.2.1 and its management
applications, including workarounds where available. Use the Category, Product, Knowledge Category,
and Status filters to get specific known issues.

Some known issues are especially important to be aware of before you upgrade, either to or from specific
versions of Fireware. To learn more, go to Release-specific upgrade notes.

https://techsearch.watchguard.com/
https://techsearch.watchguard.com/KB/WGKnowledgeBase?lang=en_US&SFDCID=kA22A0000001fuJSAQ&type=KBArticle


Download Software
You can download software from the WatchGuard Software Downloads Center.

There are several software files available for download with this release. The descriptions below detail which
software packages you need for your upgrade.

WatchGuard System Manager
With this software package you can install WSM and the WatchGuard Server Center software:

WSM_2026_3.exe—Use this file to install WSM v2026.3 or to upgrade WatchGuard SystemManager
from an earlier version.

Fireware OS
You can upgrade Fireware OS on your Firebox automatically from the Fireware Web UI System > Upgrade
OS page or fromWatchGuard Cloud.

If you prefer to upgrade from Policy Manager, or from an earlier version of Fireware, you can download the
Fireware OS image for your Firebox. Use the .exe file if you want to install or upgrade the OS using WSM.
Use the .zip file if you want to install or upgrade the OSmanually using Fireware Web UI.

If you have… Select from these Fireware OS packages

Firebox M295 Firebox_OS_M295_2026_2_1.exe
firebox_M295_2026_2_1.zip

Firebox M395/M495/M595/M695 Firebox_M395_M495_M595_M695_2026_2_1.exe
firebox_M395_M495_M595_M695_2026_2_1.zip

Firebox T115-W/T125/T145 Firebox_OS_T115_T125_T145_2026_2_1.exe
firebox_T115_T125_T145_2026_2_1.zip

Firebox T185 Firebox_OS_T185_2026_2_1.exe
firebox_T185_2026_2_1.zip

Additional Firebox Software
The files in the list below are not directly used by the Firebox or for Firebox management, but are necessary
for key features to work. In most cases, the file name includes the Fireware version that was current at the
time of release.

Download Software
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File name Description

Updated in
this
release

WG-Authentication-
Gateway_12_10_2.exe

Single Sign-On Agent software - required for Single Sign-On
and includes optional Event Log Monitor for clientless SSO4

No

WG-Authentication-Client_
12_7.msi

Single Sign-On Client software for Windows4 No

WG-SSOCLIENT-MAC_
12_5_4.dmg

Single Sign-On Client software for macOS4 No

SSOExchangeMonitor_
x86_12_10.exe

Exchange Monitor for 32-bit operating systems No

SSOExchangeMonitor_
x64_12_10.exe

Exchange Monitor for 64-bit operating systems No

TO_AGENT_SETUP_12_
11_2.exe

Terminal Services software for both 32-bit and 64-bit systems No

WG-MVPN-SSL_2026_2_
1.exe

Mobile VPN with SSL Client for Windows Yes

WG-MVPN-SSL_2026_2_
1.dmg

Mobile VPN with SSL Client for macOS Yes

WG-Mobile-VPN_
Windows_x86-64_1533_
29750.exe1

WatchGuard IPSec Mobile VPN Client for Windows (64-bit),
powered by NCP2

No

WatchGuard_Mobile_
VPN_x86-64_473_
30031.dmg1

WatchGuard IPSec Mobile VPN Client for macOS, powered
by NCP2

No

Watchguard_MVLS_Win_
x86-64_200_
rev19725.exe1

WatchGuard Mobile VPN License Server (MVLS) v2.0,
powered by NCP3

No

1 The version number in this file name does not match any Fireware version number.
2 There is a license required for this premium client.
3 Click here for more information about MVLS. If you have a VPN bundle ID for macOS, it must be updated on
the license server to support the macOS 3.00 or higher client. To update your bundle ID, contact
WatchGuard Customer Support. Make sure to have your existing bundle ID available to expedite the update.
4 SSO Agent v12.10.2 supports Fireware v12.5.4 or higher only. Before you install SSO Agent v12.10.2, you
must upgrade the Firebox to Fireware v12.5.4 or higher. If you install SSO Agent v12.10.2, we recommend
that you upgrade all SSO Clients to v12.7. You cannot use SSO Client v12.7 with versions of the SSO Agent
lower than v12.5.4. Fireware v2025.1.x supports previous versions of the SSO Agent.

https://www.watchguard.com/help/docs/help-center/en-US/Content/en-US/Fireware/mvpn/ipsec/mvpn_ipsec_mvls_c.html


Upgrade to Fireware v2026.2.1
Important information about the upgrade process:

l You can use WatchGuard Cloud, Fireware Web UI, or Policy Manager to upgrade your Firebox.
l We strongly recommend that you save a local copy of your Firebox configuration and create a Firebox
backup image before you upgrade.

l If you use WatchGuard SystemManager (WSM), make sure your WSM version is equal to or higher
than the version of Fireware OS installed on your Firebox and the version of WSM installed on your
Management Server. Also, make sure to upgrade WSM before you upgrade the version of Fireware
OS on your Firebox.

Back Up Your WatchGuard Servers
It is not usually necessary to uninstall your previous server or client software when you upgrade to WSM
v2026.3. You can install the v2026.3 server and client software on top of your existing installation to upgrade
your WatchGuard software components. We do, however, strongly recommend that you back up your
WatchGuard Servers (for example, your WatchGuard Management Server) to a safe location before you
upgrade. You will need these backup files if you ever want to downgrade.

For instructions on how to back up your Management Server configuration, go to Fireware Help.

Upgrade to Fireware v2026.2.1 from WatchGuard Cloud
FromWatchGuard Cloud, you can upgrade the firmware for a Firebox that runs Fireware v12.5.2 or higher.
To upgrade fromWatchGuard Cloud, go to Upgrade Firmware fromWatchGuard Cloud inWatchGuard
Cloud Help.

Upgrade to Fireware v2026.2.1 from Fireware Web UI
You can upgrade the Fireware OS on your Firebox automatically from the System > Upgrade OS page. To
upgrade manually, go to Upgrade Fireware OS or WatchGuard SystemManager in Fireware Help.

If you have installed another release of this OS version on your computer, you must run the installer twice
(once to remove the previous release and again to install this release).

Upgrade to Fireware v2026.2.1 from WSM/Policy Manager
To upgrade fromWSM/Policy Manager, go to Upgrade Fireware OS or WatchGuard System Manager in
Fireware Help.

If you have installed another release of this OS version on your computer, you must run the installer twice
(once to remove the previous release and again to install this release).

If you like to make updates to your Firebox configuration from a saved configuration file,
make sure you open the configuration from the Firebox and save it to a new file after you
upgrade. This is to make sure that you do not overwrite any configuration changes that were
made as part of the upgrade.

Upgrade to Fireware v2026.2.1
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https://www.watchguard.com/help/docs/help-center/en-US/Content/en-US/Fireware/management_server/mgmt_server_backup_restore_wsm.html
https://www.watchguard.com/help/docs/help-center/en-US/Content/en-US/WG-Cloud/Devices/sub_upgrade-firmware.html
https://www.watchguard.com/help/docs/help-center/en-US/Content/en-US/Fireware/installation/version_upgrade_new_c.html
https://www.watchguard.com/help/docs/help-center/en-US/Content/en-US/Fireware/installation/version_upgrade_new_c.html
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Gateway Wireless Controller Access Point Firmware
All access point (AP) firmware is managed by the Gateway Wireless Controller on your Firebox. The
Gateway Wireless Controller automatically checks for new AP firmware updates and enables you to
download the firmware directly fromWatchGuard servers.

As of Fireware v12.11, only AP125, AP225W, AP325, AP327X, AP420 devices that run the
latest v11.0.0-36-4 AP firmware are supported by the Gateway Wireless Controller.
Upgrade to the latest AP firmware before you upgrade to Fireware v12.11 or higher.

AP Firmware Upgrade
To manage AP firmware and download the latest AP firmware to your Firebox:

n From Fireware Web UI, select Dashboard > Gateway Wireless Controller. From the Summary tab,
clickManage Firmware.

n From Firebox System Manager, select theGateway Wireless Controller tab, then clickManage
Firmware.

If you have enabled automatic AP firmware updates in Gateway Wireless Controller, your APs are
automatically updated between midnight and 4:00 AM local time.

To manually update firmware on your APs:

1. On the Access Points tab, select one or more APs.
2. From the Actions drop-down list, click Upgrade.
3. Click Yes to confirm that you want to upgrade the AP.



Fireware v2026.2.1 Operating System Compatibility Matrix
Last reviewed: 2 July 2026

WSM/
FirewareComponent

Microsoft
Windows10,

11

Microsoft
Windows
Server

2019, 2022,
& 2025

macOS
v10.14,

v10.15,v11,
v12,v13,v14,
v15,&v26

Android
7, 8, 9, 10,
11, 12, 13,
14, 15, & 16

iOS v9,
v10, v11,
v12, v13,
v14, v15,
v16, v17,
v18, & v26

WatchGuard System
Manager

Supported Supported Not
Supported

Not
Supported

Not
Supported

WatchGuard Servers
For information onWatchGuard
Dimension, go to the Dimension
Release Notes.

Supported Supported Not
Supported

Not
Supported

Not
Supported

Single Sign-On Agent
(Includes Event Log
Monitor)11

Not
Supported

Supported Not
Supported

Not
Supported

Not
Supported

Single Sign-On Client Supported14 Supported14 Supported2,
13

Not
Supported

Not
Supported

Single Sign-On Exchange
Monitor

Not
Supported

Supported Not
Supported

Not
Supported

Not
Supported

Terminal Services Agent1 Not
Supported

Supported Not
Supported

Not
Supported

Not
Supported

Mobile VPN with IPSec Supported Not
Supported

Supported
2,3,8

Supported Supported3

Mobile VPN with SSL Supported Not
Supported

Supported
2,6,9,12

Supported4 Supported4

Mobile VPN with IKEv2 Supported Not
Supported

Supported
2,7,15

Supported5 Supported15

Mobile VPN with L2TP Supported Not
Supported

Supported3 Supported10 Supported

Note about Microsoft Windows support:
l Documentation might include references and examples for Windows OS versions that are no longer
supported. This is provided to assist users with those OS versions, but we cannot guarantee
compatibility.

The following browsers are supported for both Fireware Web UI and WebCenter (JavaScript required):
l Microsoft Edge116
l Firefox v117

Fireware v2026.2.1 Operating System Compatibility Matrix
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https://www.watchguard.com/wgrd-help/documentation/release-notes/fireware
https://www.watchguard.com/wgrd-help/documentation/release-notes/fireware
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l Safari 16 (macOS)
l Chrome v116

1Terminal Services support with manual or Single Sign-On authentication operates in a Microsoft Terminal
Services or Citrix XenApp 6.0, 6.5, 7.6, or 7.12 environment.
2To learn more about client support for different macOS versions, go to the macOS software compatibility
KB articles for macOS Catalina 10.15, macOS Big Sur 11, macOSMonterey 12, macOS Ventura 13, macOS
Sonoma 14, macOS Sequoia 15, and macOS Tahoe 26.
3Native (Cisco) IPSec client is supported for all recent versions of macOS and iOS.
4OpenVPN is supported for all recent versions of Android and iOS.
5StrongSwan is supported for all recent versions of Android.
6In macOS 10.15 (Catalina) or higher, you must install v12.5.2 or higher of the WatchGuard Mobile VPN with
SSL client.
7In macOS 12 (Monterey) or higher, you must manually update the authentication settings after you install
the Mobile VPN with IKEv2 client profile. For more information, go to this KB article.
8Mobile VPN with IPSec NCP client for macOS (version 4.61 build 29053) supports macOS Big Sur 11 or
higher only.
9macOS 13 (Ventura) and higher do not accept SSL connections to untrusted self-signed certificates. For
more information, go to this KB article.
10 The built-in Android OS L2TP client is supported for all Android versions except Android 12 and higher
(Android 12 removed support for L2TP VPN).
11 TheWatchGuard Single-Sign On Agent v12.10.1 supports computers that are joined to your domain with
Azure Active Directory.
12 TheWatchGuard Mobile VPN with SSL Client v12.10.4 for macOS does not support macOS 10.15
(Catalina) or lower.
13 The Single Sign-On Client does not support macOS 15 (Sequoia) or macOS 26 (Tahoe).
14 The Single Sign-On Client does not support Windows devices with ARM processors.
15 For IKEv2 VPNs, macOS v26 (Tahoe) and iOS v26 do not support DES, 3DES, SHA1-96, or SHA1-160
algorithms, and do not support Diffie-Hellman groups less than 14.

Authentication Support
This table provides a quick view of the types of authentication servers supported by key features of Fireware.
Using an authentication server gives you the ability to configure user and group-based firewall and VPN
policies in your Firebox or XTM device configuration. With each type of third-party authentication server
supported, you can specify a backup server IP address for failover.

https://techsearch.watchguard.com/KB/WGKnowledgeBase?lang=en_US&SFDCID=kA10H000000g2kMSAQ&type=Article
https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA10H000000bpyhSAA&lang=en_US
https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA16S000000SNNNSA4&lang=en_US
https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA16S000000WOj5SAG&lang=en_US
https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA16S000000bydcSAA&lang=en_US
https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA16S000000bydcSAA&lang=en_US
https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA1Vr0000005blJKAQ&lang=en_US
https://techsearch.watchguard.com/KB?type=Article&SFDCID=kA1Vr000000CshNKAS&lang=en_US
https://techsearch.watchguard.com/KB?type=Known%20Issues&SFDCID=kA16S000000SNbPSAW&lang=en_US
https://techsearch.watchguard.com/KB?type=Known%20Issues&SFDCID=kA16S000000BbsmSAC&lang=en_US


AuthPoint
Authenticatio

n Server

AuthPoint
RADIUS
Server

Active
Directory LDAP RADIUS SecurID

Firebox
(Firebox-DB)

Local
Authenticatio

n SAML

Mobile VPN
with IPSec for
iOS,
Windows, and
macOS

Not Supported Supported Supported Supported Supported Supported Supported Not
Supported

Mobile VPN
with IPSec for
Android

Not Supported Supported Supported Supported Supported Not
Supported

Supported Not
Supported

Mobile VPN
with SSL

Supported Supported Supported Supported Supported Supported Supported Supported

Mobile
VPN with
IKEv2 for
Windows

Supported Supported Supported
1

Not
Supported

Supported Not
Supported

Supported Not
Supported

Mobile
VPN with
L2TP

Not Supported Supported Supported
1

Not
Supported

Supported Not
Supported

Supported Not
Supported

Built-in Web
Page on Port
4100 and
8080

Supported Supported Supported Supported Supported Supported Supported Supported
2

Access Portal Not Supported Supported Supported Supported Supported Supported Supported Supported

AD Single
Sign-On
Support (with
or without
client
software)

Not Supported Not
Supported

Supported Supported Not
Supported

Not
Supported

Not Supported Not
Supported

Terminal
Services
Manual
Authenticatio
n

Not Supported Not
Supported

Supported Supported Supported Supported Supported Not
Supported

Terminal
Services
Authenticatio
n with Single
Sign-On

Not Supported Not
Supported

Supported Not
Supported

Not
Supported

Not
Supported

Not Supported Not
Supported

1 Active Directory authentication methods are supported only through a RADIUS server.
2 Port 8080 does not support SAML authentication.
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System Requirements
If you have WatchGuard System
Manager client software only
installed

If you install WatchGuard System
Manager and WatchGuard Server
software

Minimum CPU Intel Core or Xeon
2GHz

Intel Core or Xeon
2GHz

MinimumMemory 1 GB 2 GB

Minimum Available
Disk Space

250 MB 1 GB

Minimum
Recommended
Screen Resolution

1024x768 1024x768



Technical Assistance
For technical assistance, contact WatchGuard Technical Support by telephone or log in to the WatchGuard
Portal at https://www.watchguard.com/wgrd-support/overview. When you contact Technical Support, you
must supply your registered Product Serial Number or Partner ID.

Phone Number

U.S. End Users 877.232.3531

International End Users +1 206.613.0456

Authorized WatchGuard Resellers 206.521.8375

Technical Assistance
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Localization
This release includes updates to the localization for the management user interfaces (WSM application suite
and Web UI) through Fireware v12.6.4. UI changes introduced since v12.6.4 might remain in English.
Supported languages are:

l French (France)
l Japanese
l Spanish (Latin American)

Note that most data input must still be made using standard ASCII characters. You can use non-ASCII
characters in some areas of the UI, including:

l Proxy deny message
l Wireless hotspot title, terms and conditions, and message
l WatchGuard Server Center users, groups, and role names

Although some other Web UI and Policy Manager fields might accept Unicode characters,
problems can occur if you enter non-ASCII characters in those fields.

Any data returned from the device operating system (e.g. log data) is displayed in English only. Additionally,
all items in the Fireware Web UI System Status menu and any software components provided by third-party
companies remain in English.

Fireware Web UI
TheWeb UI will launch in the language you set in your web browser by default.

WatchGuard System Manager
When you install WSM, you can choose which language packs you want to install. The language displayed in
WSM will match the language you select in your Microsoft Windows environment. For example, if you use
Windows 10 and want to use WSM in Japanese, go to Control Panel > Language and select Japanese as
your Display Language.

Dimension, WebCenter, Quarantine Web UI, and Wireless Hotspot
These web pages automatically display in whatever language preference you set in your web browser.

Documentation
The latest version of localized Fireware Help is available fromWatchGuard Help Center. In the top-right of a
Fireware Help page, select your language from the drop-down list.

https://www.watchguard.com/help/docs/help-center/en-US/Content/en-US/_intro/home.html
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